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TECHNOLOGY LED DISPLAYS

ROE DIAMOND 2.6
Indoor 

2.6mm pitch

1500 nits

192 x 192 px

500mm x 500mm

5.76kg

180W

3840Hz

Curve (Concave 10° to -5° Convex)

Brompton processing



TECHNOLOGY LED DISPLAYS

ROE DIAMOND 2.6
CORNER TILE
Indoor

2.6mm pitch

1500 nits

192 x 192 px

250mm x 250mm x 500mm

7kg

180W

1920  Hz refresh rate 

Curve N/A 

Brompton processing



TECHNOLOGY LED DISPLAYS

ROE BLACK ONYX 2.8
Indoor

2.8mm pitch

1800 nits

176 x 176 px 

500mm x 500mm x 90mm

9.35kg

160W

1920 Hz refresh rate

Curve (Concave 10° - Convex 10°) 

Brompton processing



TECHNOLOGY LED DISPLAYS

ROE CARBON 3.7
Indoor

3.7mm pitch

1500 nits

160 x 320 px (full tile) / 160 x 160 px (half tile)                                                                     

600mm x 600mm / 600mm x 1200mm

13.2kg (full tile) / 7kg (half tile)

540W (full tile) / 235W (half tile)

1920 Hz refresh rate

Curve (Concave 15° - Convex 10°) 

Brompton processing



TECHNOLOGY LED DISPLAYS

INFILED ER3.9
Indoor

3.9mm pitch

1500 nits

128 × 256 px (full tile) / 128 x 128 px (half tile)

500mm x 500mm / 500mm x 1000mm

12.5kg (full tile) / 8.2kg (half tile)

300W (full tile) / 165w (half tile)

3840 Hz refresh rate 

Curve (Concave 0° to -10°) 

Brompton processing



TECHNOLOGY LED DISPLAYS

ROE CARBON 5.7
Indoor/Outdoor

5.7mm pitch

6000 nits

104 x 208 px (full tile) / 104 x 104 px (half tile)

600mm x 600mm / 600mm x 1200mm 

650W (full tile) / 325W (half tile)

13.8kg (full tile)  /  8kg (half tile)

3840 Hz refresh rate

Curve (Concave 15° - 10° Convex) 

Brompton processing



TECHNOLOGY LED DISPLAYS

ROE MC-7H
Indoor/Outdoor

7.5mm pitch

5000 nits

80 x 80 px

600mm x 600mm

14.8kg

300w

2000 Hz refresh rate 

Curve (Concave 10° - 10° Convex)

Evision processing



TECHNOLOGY LED DISPLAYS

ROE BLACK MARBLE 4  
LED FLOOR
Indoor

4.76mm pitch 

2000 nits

128 x 128 px

609.6mm x 609.6mm x 130mm 

16.75kg

Curve N/A 

280W

1920 Hz refresh rate

Evision processing



TECHNOLOGY LED DISPLAYS

ROE STRIP
Indoor/Outdoor 

800 - 7000 nits depending on diffuser

128 × 2 px

Length: 300mm / 600mm / 900mm / 1200mm

0.99kg / 1.12kg / 1.19kg / 1.20kg

6000 Hz refresh rate 

Brompton processing



TECHNOLOGY LED DISPLAYS

ROE AIR FRAME
Carbon Fibre and Aluminium 

Maximum Hanging 12m

Maximum Stacking 7.2m 

Compatible with CB5 and CB8 

Curve (-10° to +10°)



TECHNOLOGY LED DISPLAYS

ROE T2 FRAME
Magnesium alloy construction

Maximum Hanging 12m

Maximum Stacking 4.8m

Compatible with MC-7

Curve (-10° to +10°)
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TECHNOLOGY LED PROCESSING

BROMPTON 
TECHNOLOGY 
TESSERA SX40
4K Processor up to 4096 x 2160 px 

HDMI 2.0 / 12G SDI Input 

Genlock 

Fixture rotation (90° increments)

2 Frame end-to-end latency 

8,10 and 12-bit colour depths 

Closed loop redundancy 

Failover redundancy 

Four auto-switching 10GB Fibre / Ethernet Outputs

Remote management

2U 19” rack mount



TECHNOLOGY LED PROCESSING

1U 19” rack mount

BROMPTON 
TECHNOLOGY 
TESSERA S4
HD Processor up to 1920 x 1080 px

DVI Input 

Lock to source genlock 

Fixture rotation (90˚ increments)

2 frame end-to-end latency 

8-bit colour depth

Remote management

Four 1G Ethernet Outputs 



TECHNOLOGY LED PROCESSING

1U 19” rack mount

BROMPTON 
TECHNOLOGY 
TESSERA T1
HD Processor up to 1920 x 1080 px

DVI input 

Lock to source genlock 

Fixture rotation (any rotation)

3 frame end-to-end latency 

8-bit colour depth

Remote management

One 1G ethernet output



TECHNOLOGY LED PROCESSING

BROMPTON 
TECHNOLOGY 
TESSERA XD
Data distribution unit for SX40

One 10G Ethernet or Fibre input from SX40 

Auto-switching between Fibre and Ethernet 

Each 1G output provides up to 525K pixels

Ten 1G Ethernet outputs 

2U 19” rack mount 



TECHNOLOGY LED PROCESSING

DVI input

EVISION HD101
HD Processor up to 2560 x 1024 px

8-bit colour depth 

Four 1G Ethernet outputs

1U 19” rack mount 



TECHNOLOGY LED PROCESSING

1U 19” rack mount 

EVISION HD102
HD Processor 1920 x 1080 px

HDMI / DVI Input

8-bit colour depth

Four 1G Ethernet outputs

Lock to source genlock
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TECHNOLOGY MEDIA SERVERS

DISGUISE SOLO
2 x Display Port 1.2 Output (4096 x 2160 px)

3 x HD-SDI inputs

Xeon quad-core 3.8GHz Processor

8GB DDR4 ECC RAM

1 x 1920GB SSD

2 x Balanced XLR In/Out

Midi In/Out

Windows 10 operating system

2U 19” rack mount



TECHNOLOGY MEDIA SERVERS

DISGUISE GX 2C
2 x VFC HDMI Output Cards (4096 x 2160 px)

8x 3G-SDI or 2x 2160p (quad split) inputs

Genlock

Xeon quad-core 3.7Ghz Processor

64GB DDR4 RAM

4TB SSD

Gigabit network

2 x Balanced XLR In/Out

Midi In/Out

Windows Enterprise SAC

Notch playback

4U 19” rack mount



TECHNOLOGY MEDIA SERVERS

DISGUISE VX 4
4 x VFC HDMI Output Cards (4096 x 2160 px)

4 x 12G or 16 x 3G SDI inputs

Genlock

Dual Intel Xeon Gold 3.2Ghz processor

98GB DDR4 RAM

2 x 128GB SSD

Gigabit network

2 x Balanced XLR In/Out

Midi In/Out

Windows 10 Enterprise SAC operating system

4U 19” rack mount



TECHNOLOGY MEDIA SERVERS

4 x VFC HDMI Output Cards (4096 x 2160 px)

4 x 12G or 16 x 3G SDI inputs

Genlock

Intel Xeon 3.1 Ghz Processor

128GB RAM

2 x 256GB SSD

Gigabit network

2 x Balanced XLR In/Out

Midi In/Out

Windows 10 Enterprise SAC operating system

4U 19” rack mount



TECHNOLOGY MEDIA SERVERS

DISGUISE RX II
1 x Display Port 1.4 (GUI)

Intel Xeon Silver 3.2Ghz Processor

96GB DDR4 RAM

1.8TB SSD

Gigabit network

Windows Enterprise SAC operating system

2U 19” rack mount



TECHNOLOGY MEDIA SERVERS

HIPPOTIZER
 AMBA V4

1 x DisplayPort 1.2 or 1 x DVI 3840 x 1200 px output 

Intel i3 processor 

500GB SSD

Stereo 1/8” jack audio In/Out 

SDI video capture card

1U 19” rack mount 



TECHNOLOGY MEDIA SERVERS

HIPPOTIZER 
KARST+ V4
2 x DVI, 1 x DisplayPort 3840 x 1200 px outputs

Intel i5 processor

1TB SSD

16GB DDR4 RAM

Stereo XLR audio In/Out

SDI Video capture card

Windows 10 Enterprise

2U 19” rack mount



TECHNOLOGY MEDIA SERVERS

HIPPOPORTAMUS
Laptop based media server

15” Macbook Pro

AMD Radeon R9

1TB Drive

Mini Display Port or HDMI



TECHNOLOGY MEDIA SERVERS

RESOLUME ARENA 7
Laptop Laptop based media server

15” Macbook Pro

AMD Radeon R9

1TB Drive

Mini Display Port or HDMI
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TECHNOLOGY PORTABLE PRODUCTION UNITS

BLACKMAGIC DESIGN 
ATEM 4 M/E PPU
4 ME Broadcast Studio

Up to 8 CCU’S

SMPTE fibre system

BMD RCP

BMD 40x40 Router

BMD Grading Monitor

BMD Hyperdecks

Green Go MCX Comms System

Nano Sync
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TECHNOLOGY CAMERAS

BLACKMAGIC URSA 
BROADCAST
4K Broadcast camera 

Full SMTPE fibre system 

12-stop dynamic range 

B4 lens mount

Built-in ND filters 

SDI video output

Built-in audio recording



TECHNOLOGY CAMERAS

BLACKMAGIC URSA 
BROADCAST G2
4K Broadcast camera 

Full SMTPE fibre system 

13-stop dynamic range 

B4 lens mount

Built-in ND filters 

SDI video output

Built-in audio recording



TECHNOLOGY CAMERAS

BLACKMAGIC MICRO 

 

STUDIO CAMERA
4K micro camera 

11-Stop dynamic range 

Active MFT mount 

Expansion Port for PTZ reference input 

HDMI & SDI video outputs 

Analog Audio In/Out 

2-Channel SDI embedded audio



TECHNOLOGY CAMERAS

PANASONIC  
AW-UE70 4K 
INTEGRATED  
REMOTE PTZ
4K Video via HDMI

3G SDI up to 1080/50p

20x Optical Zoom

HDR Function

Remote camera control

POE or mains PSU
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TECHNOLOGY CAMERA TRACKING

MO-SYS 
STARTRACKER
Optical tracking system

IR or blue LED sensor

Works in studios from 3-20m in height

Tracking stars apply to the floor or the ceiling 

Easy to setup, no operator required

Unaffected by moving objects/changing studio 
conditions due to the innovative orientation of the 
tracking sensor pointing upward & downward  
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TECHNOLOGY VIDEO SWITCHING & D ISTRIBUTION

BARCO S3-4K
12 x HD inputs

3 x 4K inputs

Up to 12 outputs

Event Master Series cards

Genlock

HDCP Compliant 12-bit



TECHNOLOGY VIDEO SWITCHING & D ISTRIBUTION

BARCO E2 
TRI-COMBO
40 inputs via 8 cards

Up to 12 x 4K inputs

18 x HD outputs

Up to 5 x 4K outputs

Event Master Series cards

Expansion linking

Genlock

HDCP compliant

12-bit

Dual redundant PSU



TECHNOLOGY VIDEO SWITCHING & D ISTRIBUTION

BARCO
IMAGEPRO-4K
Industry standard scaler, converter and switcher

6 x inputs

6 x outputs

Tri-combo cards

Genlock

12-bit

Video preview panel



TECHNOLOGY VIDEO SWITCHING & D ISTRIBUTION

BARCO EC-50 EVENT 
MASTER CONTROLLER
Event Master toolset

Internal 15.6” monitor

Customizable display

Dedicated layer selection buttons

User defineble destination buttons

Built-in NUC PC



TECHNOLOGY VIDEO SWITCHING & D ISTRIBUTION

LIGHTWARE 
 MX2-8X8-HDMI20-L

4K matrix switcher

Audio embedding and de-embedding

HDCP compliant

EDID management

Pixel re-clocking

No signal latency

8 inputs and 8 outputs

1U 19” rack mount



TECHNOLOGY VIDEO SWITCHING & D ISTRIBUTION

 
 

Pixel re-clocking 

No signal latency 

16 inputs and 16 outputs 

Device control via Ethernet 

LIGHTWARE
HDMI MATRIX:
MX2-16x16-HDMI20-R
4K matrix switcher 

Audio embedding and de-embedding 

HDCP 2.2 and 1.4 compliant

EDID management

3U 19” rack mount 



TECHNOLOGY VIDEO SWITCHING & D ISTRIBUTION

LIGHTWARE  
UBEX-PRO20-
HDMI-R100
Uncompressed AV over IP

10G Ethernet network

HDMI 4K

Up to 4096 x 2160 px

HDCP compliant

EDID management

Video scaling

Audio embedding and de-embedding



TECHNOLOGY VIDEO SWITCHING & D ISTRIBUTION

BLACKMAGIC 
VIDEOHUBS:
SMART 20 X 20,  
SMART 40 X 40,  
UNIVERSAL 72 X 72
20 / 40 / 72 Inputs 

20 / 40 / 72 Outputs 

SDI re-clocking on all outputs

6G SDI (12G on 40 x 40) 

Auto-detection of SD, HD, 6G or 12G SDI 

Remote control via laptop
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TECHNOLOGY VIDEO MONITORS

SAMSUNG QM  
4K MONITOR
Product available in 4 sizes: 43”, 55”, 65” and 75”

4K: 3840 x 2160 px

500 nits

16.7 million colours

DVI, DisplayPort and HDMI inputs

Built-in speakers

Mini ack jaudio out



TECHNOLOGY VIDEO MONITORS

SAMSUNG DM55E 
HD MONITOR
55”

HD: 1920 x 1080 px

450 nits

Built-in speaker

DV and HDMI inputs

Mini jack audio out



TECHNOLOGY VIDEO MONITORS

IIYAMA 
INTERACTIVE 4K
86”

Touchscreen with pen

4K: 3840 x 2160 px

375 nits

HDMI and DisplayPort inputs

Built-in speakers

Mini jack audio out



TECHNOLOGY VIDEO MONITORS

APT-GB COMFORT 
MONITOR HD
Discreet Autocue monitor

32” 

250 nits

HD 1920 x 1080 px

SDI & HDMI inputs

PowerCON True1 In/Out
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info@80-six.com
0333 5777 899

80-six.com

Unit 2, Slough Interchange 
Whittenham Cl, Slough SL2 5EP

CONTACT US


